
Industrial  
Refrigeration Systems

Produced in conformity with cold and frozen room conditions
Manufactured in compliance with European Union norms and marked CE

TECHNICAL SPECIFICATIONS 

• With semi-hermetic and scroll compressor
and air cooled condenser.
• It has remote control panel.
• It has robust housing according to ambient
conditions.
• It is delivered with positive pressure by pum-
ping nitrogen to inside
and outside unit.
• All equipments are delivered together with
control instruments as being
ready to assembly.
• It has electrostatic painted galvanized steel
cabinet.
• High efficiency evaporator design according
to unit capacity.

Equipments in units

* It can differ according to unit model
• Phase protection relay (High/Low)
• Thermal / Magnetic circuit breaker
• Contactor (in three-phase models)
• Crankcase heater
• Copper tube aluminium fin condenser
• Liquid receiver, Suction line accumulator
• Dryer
• Sight glass
• Liquid flow control solenoid
• Service / Maintenance valve (on the liquid line)
• Pressure switch (Low/ High)
• Gas charge valve
• Check valve
• Oil filter, Oil separator
• Sound Insulation
• Electronic fan speed controller (in frost series)



Produced in conformity with cold and frozen room conditions 
Manufactured in compliance with European Union norms and marked CE

Protection against hard ambient
conditions with side covers

Easily accessible electrical 
panel

Vibration absorbing feet
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OCIT-215 SZ 13.130 4,00 4,84 2,71 H405 CC 120/185 ORE 40.22.6

OCIT-225 SZ 15.730 5,00 5,73 2,75 H505 CC 186/240 ORE 45.22.6

OCIT-315 SZ 18.570 7,00 6,68 2,78 H705 CC 241/365 ORE 40.22.6

OCIT-380 SZ 21.650 7,50 7,64 2,83 H755 CC 366/490 ORE 50.21.6

OCIT-475 SZ 28.910 10,00 9,95 2,91 H1003 CC 491/700 ORE 50.22.6

OCIT-565 SZ 33.360 15,00 12,05 2,77 H1501 CC 701/950 ORE 50.32.6

OCIT-665 SZ 39.300 20,00 13,91 2,83 H2001 CC 951/1150 ORE 50.41.6

OCIT-770 SZ 44.300 22,00 15,74 2,81 H2201 CC 1151/1750 ORE 50.42.6

OCIT-850 SZ 50.170 25,00 17,44 2,88 H2500 CC 1751/1950 2xORE 50.31.6

OCIT-995 SZ 60.680 32,00 21,13 2,87 H3200 CC 1951/2150 2xORE 50.32.6

OCIT-1155 SZ 67.270 34,00 23,78 2,83 H3400 CC 2151/2450 2xORE 50.41.6

OCIT-1340 SZ 81.140 40,00 29,86 2,72 H4000 CC 2451/2950 2xORE 50.42.6

OCIT-1540 SZ 97.500 50,00 35,37 2,76 H5000 CC 2951/3450 3xORE 50.32.6

OCIT-1750 SZ 110.500 55,00 38,48 2,87 H5500 CC 3451/3800 3xORE 50.41.6

OCIT-2070 SZ 124.100 60,00 42,56 2,92 H6000 CC 3801/4450 3xORE 50.42.6
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OFIT-255 SZ 5.290 3,50 3,20 1,65 H355 CS 51/80 ORE 40.21.8

OFIT-315 SZ 7.510 5,00 4,32 1,74 H505 CS 81/110 ORE 40.22.8

OFIT-380 SZ 8.760 7,00 4,96 1,77 H705 CS 111/145 ORE 45.22.8

OFIT-475 SZ 11.940 8,00 6,81 1,75 H801 CS 146/265 ORE 50.21.8

OFIT-565 SZ 14.390 10,00 7,78 1,85 H1001 CS 266/370 ORE 50.22.8

OFIT-665 SZ 16.710 15,00 9,12 1,83 H1501 CS 371/500 ORE 50.31.8     

OFIT-770 SZ 18.730 16,00 10,35 1,81 H1601 CS 501/600 ORE 50.31.8 

OFIT-850 SZ 20.980 20,00 11,97 1,75 H2000 CS 601/850 ORE 50.41.8 

OFIT-995 SZ 23.260 25,00 13,37 1,74 H2500 CS 851/1000 ORE 50.41.8 

OFIT-1155 SZ  27.720 29,00 16,26 1,70 H2900 CS 1001/1200 ORE 50.42.8 

OFIT-1340 SZ 33.730 35,00 19,76 1,71 H3500 CS 1201/1350 2xORE 50.31.8

OFIT-1540 SZ 37.770 40,00 21,51 1,76 H4000 CS 1351/1600 2xORE 50.32.8

OFIT-1750 SZ 45.630 50,00 24,51 1,87 H5000 CS 1601/1700 2xORE 50.41.8

OFIT-2070 SZ 51.180 55,00 27,48 1,86 H5500 CS 1701/2050 2xORE 50.42.8

     

COLD SERIES
HERMETIC R404A

(Evap.Temperature -5°C, Cond.Temperature +40°C)

     
FROST SERIES

HERMETIC R404A

(Evap.Temperature -25°C, Cond.Temperature +40°C)


